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P R O D U C T  B E N E F I T S

  Excellent coverage properties

   Fast drying  
two coats can be applied in one day. 

  Environmentally friendly 

  Washable

  Low odour

C O V E R A G E

On average per litre 15m2

D R Y I N G  T I M E 

 Touch dry in  

 

Recoat in  
 1-2 hours.  3-4 hours.

C L E A N I N G

Wash brushes/rollers immediately after use,  
in warm water containing a little detergent. 

S T O R A G E 

This product must be protected from frost.  
Store at temperature above 5°C. 

Use within 18 months. +5°C

S I Z E S  AVA I L A B L E

P R O D U C T  D E TA I L S

A waterbased acrylic emulsion paint for interior use.

NOT suitable for woodwork 
(Except painted decorative furniture, apply wax  
on top of emulsion).

A P P L I C A T I O N

�	 Before use clean surfaces to be painted ensuring  
any grease, dirt or flakes are removed. 

�	 Do not use in extremes of temperature. 

�	 Use between 8ºC and 30ºC.

�	 Stir well before use.

�	 This product is formulated for brush or roller  
application.

�	 Use over appropriate wall primer if required.

T H I N N I N G

This paint has a high pigmentation.

On porous surfaces (e.g. bare plaster)

Apply Mylands Wall Primer, or Marble Matt diluted 45% 
on the first coat

Marble Matt diluted up to 10% on the second coat

 

On already painted walls

Apply Marble Matt diluted 10%

H E A L T H  &  S A F E T Y

Refer to Mylands MSDS before use.

M A R B L E  M AT T  E M U L S I O N  PA I N T  M A R B L E  M AT T  E M U L S I O N  PA I N T  
F O R  I N T E R I O R  U S E

1 
litre

 
sample

2.5 
litre

5 
litre

P R O D U C T  N A M E  

Marble Matt Emulsion

C O D E  

50   600   0001

 S H E E N  L E V E L

3%


